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PORCELAIN MATERIAL OVERVIEW

Outdoor porcelain tiles are manufactured using
advanced compaction and high temperature
kiln firing processes. This creates a dense and
durable product with a consistent finish and
controlled appearance.

Unlike natural stone, porcelain is produced to
achieve uniform sizing, colour and texture, while
still offering designs that replicate the look of
natural materials such as stone and concrete.
This controlled manufacturing process allows
porcelain to deliver a clean and consistent
finish across an installation, making it a popular
choice for modern outdoor spaces.

HOW PORCELAIN COMPARES TO OTHER
MATERIALS

Porcelain differs from natural stone due to its
manufactured composition.

While natural stone forms through geological
processes and contains inherent variation,
porcelain is engineered to provide consistency
in both appearance and size. This results in a
more uniform finish with minimal variation
between tiles.

Porcelain also has significantly lower water
absorption compared to natural stone, which
contributes to its resistance to staining and
weathering. This makes it a practical alternative
for outdoor applications where durability and
low maintenance are important.

SURFACE FEATURES AND EXPECTATIONS

Porcelain is a manufactured product and may
display slight variation in

• Colour and tone
 • Surface texture and finish
 • Shade differences between batches

These variations occur during the
manufacturing and firing process and are
considered normal.
Tiles are produced in batches, and slight
differences between runs may occur. For this
reason, blending tiles during installation is
recommended to achieve a consistent overall
appearance.

FINISHES AND SURFACE CHARACTER

Outdoor porcelain tiles are designed with
finishes that balance appearance and
performance.

Most outdoor porcelain is produced with a
textured or structured surface to provide slip
resistance underfoot. This finish enhances
safety while maintaining a clean and modern
look.

Porcelain can replicate a range of finishes
including natural stone, concrete and timber
look surfaces, allowing flexibility in design while
maintaining consistent performance.

The selected tile and finish will influence slip
resistance and the overall visual outcome.
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PERFORMANCE IN OUTDOOR
ENVIRONMENTS

Porcelain performs exceptionally well in
outdoor applications due to its density and low
water absorption.

It is highly resistant to staining, moisture
penetration, frost and temperature changes,
making it suitable for a wide range of
Australian outdoor conditions.

Porcelain is commonly used for patios,
pathways, pool surrounds and outdoor
entertaining areas where a durable and low
maintenance surface is required.

Its strength and dimensional stability allow it to
perform reliably when installed using
appropriate methods.

MAINTENANCE AND CARE
CONSIDERATIONS

To maintain the appearance and performance
of porcelain

• Regular cleaning with standard cleaning
products is typically sufficient
 • Sealing is not required due to the non porous
surface
 • Avoid harsh chemicals that may affect the
surface finish
 • Occasional deeper cleaning may be
required depending on use

Porcelain is generally low maintenance
compared to natural stone, making it a
practical option for outdoor spaces.

DESIGN AND INSTALLATION
CONSIDERATIONS

For best results during installation

• Blend tiles from multiple cartons to achieve a
consistent appearance
 • Allow for appropriate grout joints based on
tile size and application
 • Use installation methods suitable for outdoor
porcelain paving
 • Inspect all tiles prior to installation

Porcelain tiles are lighter than most natural
stone pavers and can be installed using a
range of methods including compacted base
preparation, concrete slab installation or
pedestal systems.

PORCELAIN DISCLAIMER

Due to manufacturing tolerances and surface
finishing processes, slight variations in colour,
tone, texture and shade may occur between
porcelain tiles. These variations are considered
normal and contribute to the authentic
appearance of the product.

It is recommended that tiles are blended from
multiple cartons prior to installation to achieve
a balanced and consistent appearance.

Products have an acceptable size tolerance of
up to ±2mm. For best results, tiles should be
installed using appropriate grout joints and
installation methods suitable for outdoor
porcelain paving.

Tiles should be inspected prior to installation.
Claims will not be accepted once products
have been installed.



Stone & Outdoor

07 3808 4503

75 Colebard St West,
Acacia Ride, QLD 4110

stoneoutdoor.com.au

sales@stoneoutdoor.com.au

The information contained within this document is intended as a general guide only and has been prepared based on current
knowledge and experience at the time of publication. While care has been taken in its preparation, Stone & Outdoor does not guarantee
the accuracy, completeness or suitability of the information provided and accepts no responsibility for any errors, omissions or
outcomes resulting from its use.

Stone & Outdoor and its suppliers reserve the right to update or amend product information, specifications and recommendations at
any time without notice.

It is the responsibility of the user to ensure that all products and installation methods are appropriate for their specific project and site
conditions prior to use. Stone & Outdoor will not be liable for any loss, damage or costs arising from the use of this information or the
products referenced within this document. All measurements, quantities and recommendations should be treated as indicative only
and may vary depending on application. This document remains the property of Stone & Outdoor and must not be reproduced, shared
or distributed without prior written consent.
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